








Maintenance Log

Corrective
Action Required

Spring
Fall

After 1/2”
Storm Event

Control
Vegetated Areas

<
o

Inspect all slopes and embankments

>
ke

Replant bare areas or areas with sparse growth

Armor areas with rill erosion with an appropriate lining or divert X Ha X
erosive flows to on-site areas able to withstand concentrated flows.

Stormwater Channels '
Inspect Ditches, swales, and other open stormwater channels X
Remove any obstructions and accumulated sediments or debr\is};?‘ti‘ iy X
Control vegetated growth and woody vegetation i

Repair any erosion of the ditch lining

Mow vegetated ditches

Remove woody vegetation growing through riprap

Repair any slumping slopes

><‘><‘><><><><><><

Replace Riprap where underlying filter fabrxc or underdram gravel
is showing or where stones have dislodge

Culverts and Storm Sewer Pipe

Remove accumulated sediments and debris at the inlet, outlet and
within the conduit

Repair any erosion damage at the culvéxjt’s inlet and outlet
Catch Basins '

Remove any accumulated sediments and debns ﬁ'om the bottom of
the basin, inlet grates, and inflow channels

>
>

Remove ﬂoatmg debris and ﬂoatmg oils. (usmg oil absorptive
pads) : :

Roadways and Parking Surfaces

Clear accumuléiéd:}winter sand in parking lots and along roadways
Sweep pavement to rémove sediment

Grade road shoulders and remove excess sand

Grave gravel roads *

Ensure stormwater is not impeded by accumulations of materials
or false ditches in the shoulder.
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